> DUNLOP

Outer Ring: Bearing Steel 100Cré, Case Hardened and
Manganese Phosphate, wear faces treated
with MoS2.

Ball: Bearing Steel 100Cr6, Case Hardened and
Manganese Phosphate

Seals: Polyurethane

Specification: ELV and RoHS Compliant

Part No. Part No. Bore Size Static Load Rating
Unsealed Sealed (Newtons) Radial

GEQO6ES GEO6ES-2RS 4 17,000
GEO8ES GEO8ES-2RS 8 8 5 16 27,500
GE10ES GE10ES-2RS 10 9 6 1% 40,500
GE12ES GE12ES-2RS 12 10 7 22 54,000
GE15ES GE15ES-2RS 15 12 Y 26 85,000
GE17ES GE17ES-2RS 17 14 10 30 106,000
GE20ES GE20ES-2RS 20 16 12 85 146,000
GEH20ES GEH20ES-2RS 20 25 16 42 240,000
GE25ES GE25ESSZIKE! 25 20 16 42 240,000
GEH25ES GEH25ES2-RS 25 28 18 47 310,000
GE30ES GE30ES-2RS 30 22 18 47 310,000
GEH30ES GEH30ES-2RS 30 32 20 55 400,000
GES5ES GES9ES=2RS 39 25 20 99 400,000
GEH35ES GEH35ES-2RS 85 85 22 62 500,000
GE40ES GE4OES-2RS 40 28 22 62 500,000
GEH40ES GEH40ES-2RS 40 40 25 68 640,000
GE45ES GE45ES-2RS 45 82 25 68 640,000
GEH45ES GEH45ES-2RS 45 43 28 75 780,000
GES0ES GE50ES-2RS 50 35 28 75 780,000
GEH50ES GEH50ES-2RS 50 56 36 90 1,220,000
GE6OES GE60ES-2RS 60 44 36 90 1,220,000
GEH60ES GEH60ES-2RS 60 63 40 105 1,560,000
GE70ES GE70ES-2RS 70 49 40 105 1,560,000
GEH70ES GEH70ES-2RS 70 70 45 120 2,000,000
GEBOES GE8BOES-2RS 80 55 45 120 2,000,000
GEHB80ES GEHB0ES-2RS 80 75 50 130 2,450,000
GE90ES GE90ES-2RS 90 60 50 130 2,450,000
GEH90ES GEH90ES-2RS 90 85 55 150 3,050,000
GE100ES GE100ES-2RS 100 70 55 150 3,050,000
GE110ES GE110ES-2RS 110 70 55 160 3,250,000
GE120ES GE120ES-2RS 120 85 70 180 4,750,000
GE140ES GE140ES-2RS 140 90 70 210 5,400,000




