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American Standard Precision

ROller Chalns Simplex (Single Strand) Construction Smossasonsn
Conforming to ANSI B29.1 and ISO 606*
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Standard Roller Chains Straight Sideplate Roller Chains Bush (Rollerless) Chains
*I130 606 covers Standard Series " Inside | Roller Pin Plate | Rivet Pin | Length fo | Length to | Bearing | Tensile | Approx
Pitch
Chains only Aﬁ«Sl \I:Vidgh ) [/ . 1] Depth Il.englh Cotter Pin| Rivet Pin | Area | Strength | Weight
0. . min 1 max. 2 max. g max. m n

inches mm mm mm mm mm mm mm cm? N kg/m
R . 25 7s 318 | 3830n| 229 59 79 79 39 011 3500] 0.3

Standard Series Chains «35 Ys 477 | 508y| 358 9.0 12.0 87 6.0 0.27 8400 0.31
{cmplying o ANSIR2I W | | 78| 78| 3% | 18 | 188 | 107 | 83 | om | 14s0| o

2 . : . 3 J k i B 4 A

50 s 9.40 | 1016 508 | 15.0 20.2 14.3 101 070 | 24.400| 1.04
ggg:ﬁ‘fc;ltllgglLiﬂ}?lsgrtfﬁilgla?pliolval 60 Y 1260 | 1191 594 | 180 | 250 | 163 | 125 106 | 34400) 148
80 1 15.80 | 15.88 792 | 240 326 188 16.3 179 | 64500 250
. ; 100 174 19.00 | 19.05 953 | 300 392 232 196 262 | 100,000 3.76
oo 1 sead Samne Bysh Chiams Iy 120 | 1/ | 2525 | 2223 | 1110 | 360 | 494 | 200 | 247 | 394 | 130000 550
140 194 2525 | 2540 | 1270 | 42,0 53.0 31.0 265 472 | 177.000|  7.20
1) Bush Diameter 160 2 3155 | 2858 | 1427 | 480 63.2 374 316 650 | 227,000  9.80

180 21 3550 | 3571 | 1745 | 545 715 442 35.8 8.87 | 320,000 13.0

200 2 3785 | 3968 | 19.85 | 595 770 473 385 10.90 | 360,000 163

240 4735 | 4763 | 2380 | 720 95.5 57.7 478 16.15 | 520,000 253

. 60 7: T2.60 | 11.91 594 | 180 263 6.6 42 75 | 34,000] 1.70

Heavy Series and 80H 1 15.80 | 15.88 792 | 240 35.9 20.4 18.0 192 | 64500 288

100H 174 19.00 | 19.05 953 | 300 425 25.0 213 277 | 100,000 455
High Endurance Chains 120H 112 2525 | 2223 | 1110 | 360 52.7 30.8 26.4 412 | 130,000 6.62
MOTSE High Strength Roller Chains are 1400 T | 2525 | 2540 | 1270 | 420 | 560 | 326 | 280 493 | 177,000 845
designed to meet the instantaneous peak | 160H 2 3155 | 2858 | 1427 | 480 66.2 38.7 334 6.69 | 227,000 10.9
loading requirements of all applications 180H 2'/a 3550 | 35.71 17.45 | 545 75.0 445 375 914 | 320,000/ 13.6
ranging from rugged construction 200H 2'/ 37.85 | 39.68 19.85 59.5 92.4 51.3 46.2 11.54 | 360,000 20.1
equipment to elevated personnel
carriers.
There are two series of chains, both 8-60H %a 12.60 11.91 5.94 18.0 28.3 16.6 14.2 1.15 40,000 1.70
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e M SEne hAve lggl;eg}gﬁgggue 8120H | 1% | 25625 | 2223 | 1110 | 360 | 527 | 308 | 264 | 412 | 168,000| 662
el IR IEIE I IR AR I R
rod "'}ﬁ;‘l‘;dfof a%ﬁ;fléﬂg‘f‘;ﬁength 8-180H | 2/« | 3550 | 3571 | 1745 | 545 | 750 | 445 | 375 | 914 | 380,000/ 136
Where yersihish shek loadsre 8-200H | 21 3785 | 3968 | 19.85 | 595 92.4 51.3 462 1154 | 415000| 20.1
encountered.

040 A 785 | 795 396 | 117 16.6 10.7 8.3 044 [ 14800 067
Straz ht Side Plate Chains C60 Ya 12.60 | 11.91 594 | 173 24.9 16.3 12,5 1.06 | 34000 157
mede increased bearing area for 080 1 15.80 | 15.88 792 | 242 3256 18.8 163 179 | 64500 2.79

100 1Ys 19.00 | 19.05 953 | 287 392 232 196 262 | 100000  4.42
conveying applications, when slidingon | ¢495 | 4y, | 2595 | 2023 | 1170 | 361 | 494 | 200 | 247 394 | 130000 655
guides. Operate on std. ANSI sprockets. : . : : : :

: . Inside Roller Pin Plate | Rivet Pin | Length to | Length to | Bearing | Tensile | Approx
gg\ﬂ’a’rﬁ’lﬁfg'ggﬂ plex chains assembled | ANS Pith | wigth [ g Depth | Length |Cotter Pin| RivetPin| Area | Strength | Weight
without rollers for reduced weight. Used N inches bm"::‘n d|"rln"a:x. dzI:1':x. mgm i “T,ix' mmm mnm om? N kg/m
on slow speed drives and lifting
equipment such as, fork lift trucks. 65 ¥ 1260 | 8.36 594 | 180 25.0 16.3 125 106 | 84000] 1.0

85 1 15.80 | 11.23 792 | 240 326 18.8 163 179 | 64500( 195
105 174 19.00 | 13.49 953 | 300 39.2 23.2 196 262 | 100000 3.10
125 112 2525 | 1582 | 1110 | 360 494 29.0 247 394 | 130,000 4.40
. Detachable Chain can be supplied for chains of %/s” pitch and above, in standard series, heavy series and
Detachable Chains PP P

high endurance series, add suffix ‘C” to Part No. - e.g. 2” Pitch Triplex Detachable Chain - Ref. 160 - 3C.

Spares for Std. Chains

~— Pin Unit Roller Unit Connecting Link
(Rivetting Outer Links) (Inner Link) \\\§X—’_\r\ (Spring Clip f:;rpe)

Available all sizes of chain. Available all sizes of chain Standard all chains to %: inch
Press fit unit to connect to extend chain length or pitch. Should be assembled
chains for maximum manufacture of special build ¢ 7 with open end away from
performance chains. running direction of chain.
Part Ref. 79

Part Ref. 77 ﬁ Part Ref. 76




