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Part No. Part No. |Bore | Thread L1 L2 AF Static Load Rating
Right Hand | Left Hand | Size Radial (Newtons)

Housing:

Race:

Ball:

Specification:

Steel 230M07Pb (Sizes M03 - M12),
Forged 080M46 (Sizes M14 - M25),
Zinc Plated and Clear Trivalent Passivate

Bronze SAE660

Bearing Steel 100Cré, Case Hardened
Electro-less Nickel Plated

ELV and RoHS Compliant

FB-M03 FBL-MO03 M3X0.50 |6 4.50 5.20 3,648
FB-M04 FBL-M04 4 M4X0.70 |7 5.00 14 24 12 6.30 8.0 4,960
FB-M05 FBL-MO05 5 M5X0.80 |8 6.00 16 27 14 7.50 9.0 6,360
FB-M06 FBL-MO06 6 M6X1.00 |9 6.75 18 30 14 9.30 1.0 6,820
FB-M08 FBL-M08 8 M8X1.25 |12 9.00 22 36 17 10.40 | 14.0 10,450
FB-M10 FBL-M10 10 M10X1.50 | 14 10.50 | 26 43 21 12.90 |17.0 14,000
FB-M12 FBL-M12 12 M12X1.75 | 16 12.00 |30 50 24 15.40 | 19.0 18,745
FB-M14 FBL-M14 14 M14X2.00 | 19 13.50 | 34 57 27 16.80 | 22.0 22,125
FB-M16 FBL-M16 16 M16X2.00 | 21 15.00 |38 64 33 19.30 | 22.0 23,700
FB-M20 FBL-M20 20 M20X2.50 | 25 18.00 |50 77 40 24.50 |32.0 28,640
FB-M22 FBL-M22 22 M22X1.50 | 28 20.00 |54 84 43 25.80 |32.0 34,200
FB-M25 FBL-M25 25 M24X2.00 | 31 22.00 |60 94 48 29.60 | 36.0 47,750

Housing:

Race:

Ball:

Specification:

Part No. Part No. |Bore | Thread L1 L2 Static Load Rating
Right Hand | Left Hand | Size Radial (Newtons)

Steel 230M07Pb (Sizes 03 - 07),
Forged 080M46 (Sizes 08 - 16),
Zinc Plated and Clear Trivalent Passivate

Bronze SAE660

Bearing Steel 100Cré, Case Hardened
and Electro-less Nickel Plated

ELV and RoHS Compliant

FB-03 FBL-03 3/16 10-32 0.312 |0.250 |0.625 | 1.062 |[0.562 |0.306 |0.312 6,360
FB-04 FBL-04 1/4 1/4UNF | 0.375 |0.281 |0.750 |1.312 [0.750 |0.354 |0.375 6,820
FB-05 FBL-05 5/16 5/16 UNF | 0.437 |0.344 |0.875 | 1.375 |0.750 |0.447 |0.437 10,450
FB-06 FBL-06 3/8 3/8 UNF | 0.500 |0.406 |1.000 |1.625 |0.932 |0.516 |0.562 13,640
FB-07 FBL-07 7/16 7/16 UNF | 0.562 |0.437 [1.125 [1.812 | 1.062 |0.586 |0.625 16,360
FB-08 FBL-08 1/2 1/2UNF [ 0.625 |0.500 |1.312 |2.125 |[1.187 |0.700 |0.750 19,545
FB-10 FBL-10 5/8 5/8 UNF | 0.750 [0.562 |1.500 |2.500 |1.500 |0.811 |0.875 22,500
FB-12 FBL-12 3/4 3/4 UNF | 0.875 |0.687 |1.750 |2.875 |1.562 |0.978 |1.000 28,640
FB-16 FBL-16 1 1" UNF 1.375 | 1.000 |[2.500 |4.125 |[2.125 |1.486 | 1.500 47,500




