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V-Belts for industrial use are designed to RMA standard e.g. A52, where the letter designates
its cross section and the number corresponds to a nominal internal length in inches, and to
DIN standard e.g. 13x1320li, where the first number denotes the width in mm, and the second
number is the internal length in mm.

Dunlop V-belts have specially treated jackets to give superior anti-static,
heat and oil-resistant properties and are static conductive to 1ISO1813.

VEE BELT

o Outside Pitch Inside Inside Outside  Pitch Inside Inside Outside  Pitch Inside Inside
No Length Length Length Length PartNo Length Length Length Length PartNo Length Length Length Length
(mm) (mm) (mm) (inch) (mm) (mm) (mm) (inch) (mm) (mm) (mm) (inch)
Al5 431 411 381 15 A33 % 895 875 845 33.25 A46 % 1231 1211 1181 46.5
Al17% 495 475 445 17.5 A33% 901 881 851 33.5 A47 1244 1224 1194 47
Al8 507 487 457 18 A33 % 907 887 857 33.75 A48 1269 1249 1219 438
Al8 % 526 506 476 18.75 A34 914 894 864 34 A48 % 1276 1256 1226 48.25
A19 533 513 483 19 A34%: 926 906 876 34.5 A50 1320 1300 1270 50
A20 558 538 508 20 A35 939 919 889 35 A51 1345 1325 1295 51
A21 583 563 533 21 A35% 952 932 902 35.5 A51% 1358 1338 1308 51.5
A21% 602 582 552 21.75 A36 964 944 914 36 A52 1371 1351 1321 52
A22 609 589 559 22 A36% 977 957 927 36.5 A52% 1384 1364 1334 52.5
A23 634 614 584 23 A37 990 970 940 37 A53 1396 1376 1346 53
A23% 647 627 597 23.5 A37 % 996 976 946 37.25 A5S3 % 1403 1383 1353 53.25
A24 660 640 610 24 A37% 1003 983 953 37.5 A54 1422 1402 1372 54
A24% 672 652 622 245 A38 1015 995 965 38 A55 1447 1427 1397 55
A24 % 679 659 629 24.75 A38% 1028 1008 978 38.5 A56 1472 1452 1422 56
A25 685 665 635 25 A39 1041 1021 991 39 A57 1498 1478 1448 57
A25% 698 678 648 25.5 A39% 1053 1033 1003 39.5 A58 1523 1503 1473 58
A26 710 690 660 26 A40 1066 1046 1016 40 A59 1549 1529 1499 59
A26% 723 703 673 26.5 A40 % 1079 1059 1029 40.5 A60 1574 1554 1524 60
A27 736 716 686 27 A4l 1091 1071 1041 41 A6l 1599 1579 1549 61
A27 % 749 729 699 27.5 A4l 1104 1084 1054 41.5 A62 1625 1605 1575 62
A28 761 741 711 28 A4l % 1110 1090 1060 41.75 AB3 1650 1630 1600 63
A28 % 774 754 724 28.5 A42 1117 1097 1067 42 Ab4 1676 1656 1626 64
A29 787 767 737 29 Ad2Y% 1130 1110 1080 42.5 ABS 1701 1681 1651 65
A29 % 799 779 749 29.5 A43 1142 1122 1092 43 A66 1726 1706 1676 66
A30 812 792 762 30 A43 % 1155 1135 1105 43.5 A67 1752 1732 1702 67
A30% 825 805 775 30.5 Ad3 % 1161 1141 1111 43.75 A68 1777 1757 1727 68
A3l 837 817 787 31 Ad4 1168 1148 1118 44 ABS 1803 1783 1753 69
A31% 850 830 800 31.5 Ad4 Y 1180 1160 1130 44.5 A70 1828 1808 1778 70
A32 863 843 813 32 A45 1193 1173 1143 45 A71 1853 1833 1803 71
A32% 876 856 826 32.5 A45 % 1206 1186 1156 45.5 A72 1879 1859 1829 72

A33 888 868 838 33 A46 1218 1198 1168 46 A73 19504 188 1854 73
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V-Belts for industrial use are designed to RMA standard e.g. A52, where the letter designates
its cross section and the number corresponds to a nominal internal length in inches, and to
DIN standard e.g. 13x1320li, where the first number denotes the width in mm, and the second
number is the internal length in mm.

Dunlop V-belts have specially treated jackets to give superior anti-static,
heat and oil-resistant properties and are static conductive to 1ISO1813.

VEE BELT

part Outside Pitch Inside Inside Outside  Pitch Inside Inside Outside  Pitch Inside Inside
No Length Length Length Length PartNo Length Length Length Length PartNo Length Length Length Length
(mm) (mm) (mm) (inch) (mm) (mm) (mm) (inch) (mm) (mm) (mm) (inch)
A74 1930 1910 1880 74 A97 %2 2527 2507 2477 97.5 A136 3504 3484 3454 136
A75 1955 1935 1905 75 A98 2539 2519 2489 98 A138 3555 3535 3505 138
A76 1980 1960 1930 76 AS9 2565 2545 2515 99 A140 3606 3586 3556 140
A77 2006 1986 1956 77 A100 2590 2570 2540 100 Al44 3708 3688 3658 144
A78 2031 2011 1981 78 A102 2641 2621 2591 102 A147 3784 3764 3734 147
A79 2057 2037 2007 79 A103 2666 2646 2616 103 A148 3809 3789 3759 148
A80 2082 2062 2032 80 Al104 2692 2672 2642 104 A150 3860 3840 3810 150
A81 2107 2087 2057 81 A105 2717 2697 2667 105 Al54 3962 3942 3912 154
A82 2133 2113 2083 82 A106 2742 2722 2692 106 A155 3987 3967 3937 155
A83 2158 2138 2108 83 A107 2768 2748 2718 107 A158 4063 4043 4013 158
A83% 2171 2151 2121 83.5 A108 2793 2773 2743 108 A160 4114 4094 4064 160
A84 2184 2164 2134 84 A110 2844 2824 2794 110 A162 4165 4145 4115 162
A85 2209 2189 2159 85 Al112 2895 2875 2845 112 A167 4292 4272 4242 167
A86 2234 2214 2184 86 A113 2920 2500 2870 113 A173 4444 4424 4394 173
A87 2260 2240 2210 87 All4 2946 2926 2896 114 Al177 4546 4526 44396 177
A88 2285 2265 2235 88 A115 2971 2951 2921 115 A180 4622 4602 4572 180
A89 2311 2291 2261 89 Al116 2996 2976 2946 116 A187 4800 4780 4750 187
AS0 2336 2316 2286 90 Al117 3022 3002 2972 117 A197 5054 5034 5004 197
A91 2361 2341 2311 91 A118 3047 3027 2997 118 A210 5384 5364 5334 210
AS92 2387 2367 2337 92 A120 3098 3078 3048 120 A217 5562 5542 5512 217
A93 2412 2392 2362 93 Al24 3200 3180 3150 124
A%4 2438 2418 2388 94 A128 3301 3281 3251 128
A95 2463 2443 2413 95 A130 3352 3332 3302 130
AS6 2488 2468 2438 96 A132 3403 3383 3353 132
AS7 2514 2494 2464 97 Al34 3454 3434 3404 134
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