> DUNLOP

Outside Pitch Inside Inside

No Length Length Length Length
(mm) (mm) (mm) (inch)

C33% 945 915 857 33.75
C37% 1041 1011 953 37.5
C38 1053 1023 965 38
C39% 1098 1068 1010 39.75
C40 1104 1074 1016 40
c41 1129 1099 1041 41
Cc42 1155 1125 1067 42
Cc43 1180 1150 1092 43
c4a4 1206 1176 1118 44
Cc45 1231 1201 1143 45
C46 1256 1226 1168 46
ca7 1282 1252 1194 a7
cas 1307 1277 1219 438
Cc4s 1333 1303 1245 49
C50 1358 1328 1270 50
C51 1383 1353 1295 51
C52 1409 1379 1321 52
C53 1434 1404 1246 53
C54 1460 1430 1372 54
C55 1485 1455 1397 55
C56 1510 1480 1422 56
C57 1536 1506 1448 57
C58 1561 1531 1473 58
C59 1587 1557 1499 59
C60 1612 1582 1524 60
C61 1637 1607 1549 61
C62 1663 1633 1575 62
C62% 1669 1639 1581 62.25
C63 1688 1658 1600 63
Ce4 1714 1684 1626 64
C65 1739 1709 1651 65
C66 1764 1734 1676 66
C67 1790 1760 1702 67
C68 1815 1785 1727 68

Part No

C69
C70
C71
C72
C73
Cc74
C75
C76
Cc77
C78
C79
C80
cs8l
C82
C83
cs4
C85
C86
cs87
C87%
Cc88
C89
Cs0
C92
C93

C95
C96
Cc97
C97%
C98
C99
Cc100
Cl01

Qutside

Length
(mm)
1841
1866
1891
1917
1942
1968
1993
2018
2044
2069
2095
2120
2145
2171
2196
2222
2247
2272
2298
2311
2323
2349
2374
2425
2450
2476
2501
2526
2552
2565
2577
2603
2628
2653

Pitch
Length
(mm)
1811
1836
1861
1887
1912
1938
1963
1988
2014
2039
2065
2090
2115
2141
2166
2192
2217
2242
2268
2281
2293
2319
2344
2395
2420
2446
2471
2496
2522
2535
2547
2573
2598
2623

Inside
Length
(mm)
1753
1778
1803
1829
1854
1880
1905
1930
1956
1981
2007
2032
2057
2083
2108
2134
2159
2184
2210
2223
2235
2261
2286
2337
2362
2388
2413
2438
2464
2477
2489
2515
2540
2565

Inside

Length

(inch)
69
70
71
72
73
74
75
76
77
78
79
80
81
82

83
84
85
86

87
87.5
88
89
90
92
93
94
95
96
97
97.5
98
99
100
101

Part No

Cc102
Cl04
C105
C106
c1o8
C110
Ci11
C112
Cl12%
Cl14
C115
C116
Cc117
C118
C119
C120
C124
C126
Cc128
C130
C132
C134
C135
C136
Cc138
C140
C142
Cl44
C146
C147
C148
C150
C152
C153

Dunlop V-belts have specially treated jackets to give superior anti-static,
heat and oil-resistant properties and are static conductive to 1ISO1813.

Outside
Length

(mm)
2679
2730
2755
2780
2831
2882
2907
2933
2946
2984
3009
3034
3060
3085
3111
3136
3238
3288
3339
3390
3441
3492
3517
3542
3593
3644
3695
3746
3796
3882
3847
3898
3949
3974

Pitch

Length

(mm)
2649
2700
2725
2750
2801
2852
2877
2903
2916
2954
2979
3004
3030
3055
3081
3106
3208
3258
3309
3360
3411
3462
3487
3512
3563
3614
3665
3716
3766
3792
3817
3868
3919
3944

V-Belts for industrial use are designed to RMA standard e.g. A52, where the letter designates
its cross section and the number corresponds to a nominal internal length in inches, and to
DIN standard e.g. 13x1320li, where the first number denotes the width in mm, and the second
number is the internal length in mm.

Inside
Length

(mm)
2591
2642
2667
2692
2743
2794
2819
2845
2858
2896
2921
2946
2972
2997
3023
3048
3150
3200
3251
3302
3553
3404
3429
3454
3505
3556
3607
3658
3708
3734
3759
3810
3861
3886

VEE BELT

Inside

Length

(inch)
102
104
105
106
108
110
111
112
112.5
114
115
116
117
118
119
120
124
126
128
130
132
134
135
136
138
140
142
144
146
147
148
150
152
153
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V-Belts for industrial use are designed to RMA standard e.g. A52, where the letter designates
its cross section and the number corresponds to a nominal internal length in inches, and to
DIN standard e.g. 13x1320li, where the first number denotes the width in mm, and the second
number is the internal length in mm.

Dunlop V-belts have specially treated jackets to give superior anti-static,
heat and oil-resistant properties and are static conductive to 1ISO1813.

VEE BELT

Part
No

C1s4
C156
C1s8
C160
C161%
C162
C165
C166
C167
C168
C173
C175
C177
C179
Cc180
C185
C186
Cc187

Outside Pitch Inside Inside Outside  Pitch Inside  Inside Outside  Pitch Inside  Inside

Length Length Length Length PartNo Length Length Length Length PartNo Length Length Length Length
(mm) (mm) (mm) (inch) (mm) (mm) (mm) (inch) (mm) (mm) (mm) (inch)
4000 3970 3912 154 C190 4914 4884 4826 190 C265 6819 6789 6731 265
4050 4020 3962 156 C195 5041 5011 4953 195 C270 6946 6916 6858 270
4101 4071 4013 158 C197 5092 5062 5004 197 C276 7098 7068 7010 276
4152 4122 4064 160 C200 5168 5138 5080 200 C280 7200 7170 7112 280
4190 4160 4102 161.5 C204 5270 5240 5182 204 C285 7327 7297 7239 285
4203 4173 4115 162 C208 5371 5341 5283 208 C297 7632 7602 7544 297
4279 4249 4191 165 C210 5422 5392 5334 210 C300 7708 7678 7620 300
4304 4274 4216 166 C216 5574 5544 5486 216 C303 7784 7754 7696 303
4330 4300 4242 167 C220 5676 5646 5588 220 C314 8064 8034 7976 314
4355 4325 4267 168 C222 5727 5697 5639 222 C316 8114 8084 8026 316
4482 4452 4394 173 C225 5803 5773 5715 225 C330 8470 8440 8382 330
4533 4503 4445 175 C228 5879 5849 5791 228 C336 8622 8592 8534 336
4584 4554 4496 177 C236 6082 6052 5994 236 C345 8851 8821 8763 345
4635 4605 4547 179 C238 6133 6103 6045 238 C360 9232 9202 9144 360
4660 4630 4572 180 C240 6184 6154 6096 240 C394 10096 10066 10008 394
1787 4757 4699 185 C248 6387 6357 6299 248 C420 10765 10726 10668 420
4812 4782 4724 186 C250 6438 6408 6350 250 C424 10858 10828 10770 424
4838 4808 4750 187 C255 6565 6535 6477 255
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