V-Belts RAW EDGE COGGED for industrial use are engergy saving, higher performance belts thanks
to their flexibility. Belts with a higher performance level have a longer service life.

Belts with raw edge allow higher slipping resistance even when they are working with low
installation tension.

Maximum resistance to heat and oils. High antistatic properties conforming to ISO1813.

VEE BELT

Part numbers are identified by two letters (e.g. AX) the belt cross section, and a two or three digit
number (e.g. 50) which represents the belt length in inches.

Part
No

CX51
CX55
CX60
CX68
CX72
CX75
CX78

Qutside Pitch Inside Inside Outside  Pitch Inside Inside QOutside  Pitch Inside Inside
Length Length Length Length PartNo Length Length Length Length PartNo Length Length Length Length
(mm) (mm) (mm) (inch) (mm) (mm) (mm) (inch) (mm) (mm) (mm) (inch)
1383 1353 1295 51 CX81 2145 2115 2057 81 CX109 2857 2827 2769 109
1485 1455 1397 55 CX85 2247 2217 2159 85 CX111 2907 2877 2819 111
1612 1582 1524 60 CX90 2374 2344 2286 S0 CX112 2933 2903 2845 112
1815 1785 1727 68 CX96 2526 2496 2438 96 CX115 3009 2979 2921 115
1917 1887 1829 72 CX100 2628 2598 2540 100 CX120 3136 3106 3048 120
1993 1963 1905 75 CX101 2653 2623 2565 101 CX128 3339 3309 3251 128
2069 2039 1981 78 CX105 2755 2725 2667 105 CX136 3542 3512 3454 136
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