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Wedge belts offer improved power ratings over classical vee belts which allow scope for smaller

The wedge belts are designated by three letters (e.g. SPA) which stand for the belt cross section,
folowed by a number (e.g.1600) which specifies the belts pitch length in mm.

> DUNLOP

Outside Pitch Inside Outside  Pitch Inside Outside  Pitch

PartNo  Length Length Length Part No Length Length Length Part No Length  Length
(mm)  (mm)  (mm) (mm)  (mm)  (mm) (mm)  (mm)

SPA657 675 657 612 SPA1140 1158 1140 1095 SPA1582 1600 1582
SPA707 725 707 662 SPA1150 1168 1150 1105 SPA1600 1618 1600
SPA750 768 750 705 SPA1157 1175 1157 1112 SPA1607 1625 1607
SPA768 786 768 723 SPA1180 1198 1180 1135 SPA1632 1650 1632
SPA775 793 775 730 SPA1200 1218 1200 1155 SPA1650 1668 1650
SPA782 800 782 737 SPA1207 1225 1207 1162 SPA1657 1675 1657
SPA800 818 800 755 SPA1215 1233 1215 1170 SPA1682 1700 1682
SPA807 825 807 762 SPA1220 1238 1220 1175 SPA1700 1718 1700
SPA825 843 825 780 SPA1232 1250 1232 1187 SPA1707 1725 1707
SPA832 850 832 787 SPA1250 1268 1250 1205 SPA1732 1750 1732
SPA850 868 850 805 SPA1257 1275 1257 1212 SPA1740 1758 1740
SPA857 875 857 812 SPA1272 1290 1272 1227 SPA1750 1768 1750
SPA875 893 875 830 SPA1280 1298 1280 1235 SPA1757 1775 1757
SPA882 900 882 837 SPA1282 1300 1282 1237 SPA1782 1800 1782
SPAS00 918 900 855 SPA1300 1318 1300 1255 SPA1800 1818 1800
SPAS07 925 907 862 SPA1307 1325 1307 1262 SPA1807 1825 1807
SPA925 943 925 880 SPA1320 1338 1320 1275 SPA1832 1850 1832
SPA932 950 932 887 SPA1332 1350 1332 1287 SPA1850 1868 1850
SPAS50 968 950 905 SPA1357 1375 1357 1312 SPA1857 1875 1857
SPAS57 975 957 912 SPA1360 1378 1360 1315 SPA1882 1900 1882
SPAS67 985 967 922 SPA1382 1400 1382 1337 SPA1900 1918 1500
SPAS75 993 975 930 SPA1400 1418 1400 1355 SPA1907 1925 1907
SPA982 1000 982 937 SPA1407 1425 1407 1362 SPA1925 1943 1925
SPA1000 1018 1000 955 SPA1425 1443 1425 1380 SPA1932 1950 1932
SPA1007 1025 1007 962 SPA1432 1450 1432 1387 SPA1950 1968 1950
SPA1020 1038 1020 975 SPA1450 1468 1450 1405 SPA1957 1975 1957
SPA1030 1048 1030 985 SPA1457 1475 1457 1412 SPA1982 2000 1982
SPA1032 1050 1032 987 SPA1482 1500 1482 1437 SPA2000 2018 2000
SPA1060 1078 1060 1015 SPA1500 1518 1500 1455 SPA2032 2050 2032
SPA1082 1100 1082 1037 SPA1507 1525 1507 1462 SPA2057 2075 2057
SPA1090 1108 1090 1045 SPA1532 1550 1532 1487 SPA2060 2078 2060
SPA1107 1125 1107 1062 SPA1550 1568 1550 1505 SPA2067 2085 2067
SPA1120 1138 1120 1075 SPA1557 1575 1557 1512 SPA2080 2098 2080
SPA1132 1150 1132 1087 SPA1560 1578 1560 1515 SPA2082 2100 2082
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Wrapped wedge belts for industrial use are produced to BS3790, DIN7753 & AFOR T47-117 standard.

pulley diameters & reduced number of belts and can be incorporated into a more compact drive.

Inside
Length
(mm)
1537
1555
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1655
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Wedge belts offer improved power ratings over classical vee belts which allow scope for smaller

The wedge belts are designated by three letters (e.g. SPA) which stand for the belt cross section,
folowed by a number (e.g.1600) which specifies the belts pitch length in mm.

> DUNLOP
Outside Pitch Inside Outside  Pitch Inside Outside  Pitch
PartNo  Length Length Length Part No Length Length Length Part No Length  Length
(mm)  (mm)  (mm) (mm)  (mm)  (mm) (mm)  (mm)
SPA2120 2138 2120 2075 SPA2450 2468 2450 2405 SPA2882 29500 2882
SPA2132 2150 2132 2087 SPA2482 2500 2482 2437 SPA2900 2918 2500
SPA2160 2178 2160 2115 SPA2500 2518 2500 2455 SPA2932 2950 2932
SPA2180 2198 2180 2135 SPA2532 2550 2532 2487 SPA3170 3188 3170
SPA2182 2200 2182 2137 SPA2550 2568 2550 2505 SPA3182 3200 3182
SPA2207 2225 2207 2162 SPA2580 2598 2580 2535 SPA3250 3268 3250
SPA2232 2250 2232 2187 SPA2582 2600 2582 2537 SPA3282 3300 3282
SPA2240 2258 2240 2195 SPA2607 2625 2607 2562 SPA3350 3368 3350
SPA2282 2300 2282 2237 SPA2632 2650 2632 2587 SPA3382 3400 3382
SPA2300 2318 2300 2255 SPA2650 2668 2650 2605 SPA3450 3468 3450
SPA2307 2325 2307 2262 SPA2682 2700 2682 2637 SPA3550 3568 3550
SPA2332 2350 2332 2287 SPA2720 2738 2720 2675 SPA3650 3668 3650
SPA2360 2378 2360 2315 SPA2732 2750 2732 2687 SPA3750 3768 3750
SPA2382 2400 2382 2337 SPA2782 2800 2782 2737 SPA4000 4018 4000
SPA2430 2448 2430 2385 SPA2800 2818 2800 2755 SPA4250 4268 4250
SPA2432 2450 2432 2387 SPA2832 2850 2832 2787 SPA4500 4518 4500
SPA2437 2455 2437 2392 SPA2847 2865 2847 2802

Wrapped wedge belts for industrial use are produced to BS3790, DIN7753 & AFOR T47-117 standard.

pulley diameters & reduced number of belts and can be incorporated into a more compact drive.

Inside
Length
(mm)
2837
2855
2887
3125
3137
3205
3237
3305
3337
3405
3505
3605
3705
3955
4205
4455
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