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> DUNLOP

Outside Pitch Inside

PartNo Length Length Length
(mm)  (mm) (mm)

SPB1250 1272 1250 1190
SPB1260 1282 1260 1200
SPB1320 1342 1320 1260
SPB1340 1362 1340 1280
SPB1360 1382 1360 1300
SPB1400 1422 1400 1340
SPB1410 1432 1410 1350
SPB1450 1472 1450 1390
SPB1500 1522 1500 1440
SPB1510 1532 1510 1450
SPB1550 1572 1550 1450
SPB1580 1602 1580 1520
SPB1590 1612 1590 1530
SPB1600 1622 1600 1540
SPB1650 1672 1650 1590
SPB1690 1712 1690 1630
SPB1700 1722 1700 1640
SPB1725 1747 1725 1665
SPB1750 1772 1750 1690
SPB1775 1797 1775 1715
SPB1800 1822 1800 1740

Part No

SPB1850
SPB1860
SPB1S00
SPB1950
SPB1980
SPB2000
SPB2020
SPB2060
SPB2098
SPB2120
SPB2150
SPB2180
SPB2200
SPB2240
SPB2264
SPB2280
SPB2300
SPB2360
SPB2391
SPB2410
SPB2425

Outside
Length
(mm)
1872
1882
1922
1972
2002
2022
2042
2082
2120
2142
2172
2202
2222
2262
2286
2302
2322
2382
2413
2432
2447

Pitch
Length
(mm)
1850
1860
1900
1950
1980
2000
2020
2060
2098
2120
2150
2180
2200
2240
2264
2280
2300
2360
2391
2410
2425

Inside
Length
(mm)
1790
1800
1840
1890
1920
1940
1960
2000
2038
2060
2090
2120
2140
2180
2204
2220
2240
2300
2331
2350
2365

Part No

SPB2430
SPB2450
SPB2500
SPB2530
SPB2580
SPB2600
SPB2650
SPB2680
SPB2720
SPB2730
SPB2750
SPB2780
SPB2800
SPB2840
SPB2850
SPB2900
SPB2950
SPB2990
SPB3000
SPB3070
SPB3150

Outside
Length

(mm)
2452
2472
2522
2552
2602
2622
2672
2702
2742
2752
2772
2802
2822
2862
2872
2922
2972
3012
3022
3092
3172

Wrapped wedge belts for industrial use are produced to BS3790, DIN7753 & AFOR T47-117 standard.

Wedge belts offer improved power ratings over classical vee belts which allow scope for smaller
pulley diameters & reduced number of belts and can be incorporated into a more compact drive.

The wedge belts are designated by three letters (e.g. SPA) which stand for the belt cross section,
folowed by a number (e.g.1600) which specifies the belts pitch length in mm.

Pitch

Length

(mm)
2430
2450
2500
2530
2580
2600
2650
2680
2720
2730
2750
2780
2800
2840
2850
2500
2950
2990
3000
3070
3150

Inside
Length
(mm)
2370
2390
2440
2470
2520
2540
2590
2620
2660
2670
2690
2720
2740
2780
2790
2840
2890
2930
2940
3010
3090
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WEDGE BELT
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Wrapped wedge belts for industrial use are produced to BS3790, DIN7753 & AFOR T47-117 standard.

Wedge belts offer improved power ratings over classical vee belts which allow scope for smaller
pulley diameters & reduced number of belts and can be incorporated into a more compact drive.

The wedge belts are designated by three letters (e.g. SPA) which stand for the belt cross section,
folowed by a number (e.g.1600) which specifies the belts pitch length in mm.

WEDGE BELT

> DUNLOP

Outside Pitch Inside Outside  Pitch Inside Outside  Pitch Inside
PartNo Length Length Length Part No Length Length Length Part No Length Length Length
(mm) (mm) (mm) (mm)  (mm)  (mm) (mm)  (mm)  (mm)

SPB3150 3172 3150 3090 SPB3750 3772 3750 3690 SPB4870 4892 4870 4810
SPB3170 3192 3170 3110 SPB3800 3822 3800 3740 SPB5000 5022 5000 4940
SPB3250 3272 3250 3190 SPB3870 3892 3870 3810 SPB5070 5092 5070 5010
SPB3320 3342 3320 3260 SPB4000 4022 4000 3940 SPB5300 5322 5300 5240
SPB3340 3362 3340 3280 SPB4060 4082 4060 4000 SPB5380 5402 5380 5320
SPB3350 3372 3350 3290 SPB4120 4142 4120 4060 SPB5600 5622 5600 5540
SPB3400 3422 3400 3340 SPB4250 4272 4250 4190 SPB5680 5702 5680 5620
SPB3450 3472 3450 3390 SPB4310 4332 4310 4250 SPB6000 6022 6000 5940
SPB3500 3522 3500 3440 SPB4370 4392 4370 4310 SPB6300 6322 6300 6240
SPB3550 3572 3550 3490 SPB4500 4522 4500 4440 SPB6700 6722 6700 6640
SPB3600 3622 3600 3540 SPB4560 4582 4560 4500 SPB7100 7122 7100 7040
SPB3650 3672 3650 3590 SPB4750 4772 4750 4690 SPB7500 7522 7500 7440

SPB3700 3722 3700 3640 SPB4820 4842 4820 4760 SPB8000 8022 8000 7940
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